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Abstract—Object detection based on unmanned aerial vehicle 
(UAV) images is very challenging. The multi-scale size and high 
density of objects in the UAV view bring great difficulties. To 
fully address this issue to unleash the potential of UAV 
applications, the YOLOv5-STD model is proposed. First, add 
one more head to locate extremely small object detection by 
shallow image features; second, use the attention mechanism to 
optimize the backbone by the transformer; third, use SPD-Conv 
to avoid the loss of fine-grained image feature information. At 
the last, sufficient experiments on the dataset VisDrone 2022 
have proven that the model has good performance, compared 
with the basic model, the improved model has an average 
improvement of about 7% in mAP@.5 metrics, and the ablation 
experiments have verified that its improvement skills have a 
positive effect on the model. This paper can help developers and 
researchers get a better experience in the analysis and 
processing of unmanned aerial vehicle images. 


Keywords-object detection; yolov5; transformer; space-to- 
depth convolution 


I. INTRODUCTION 


Intelligent applications based on unmanned aerial vehicle 
image processing technology have been widely used in 
various industries, such as intelligent monitoring, such as 
intelligent surveillance[1], search and rescue[2], 
infrastructural inspection[3], geographical mapping[4], 
agricultural hazard prevention[5], etc. These applications all 
need to fully understand the scene environment in the image. 
The first problem to be solved is object detection, including 
recognizing what categories of objects are in the scene, and 
locating where these objects are. Due to the large change of 
UAV height, the particularity of shooting angle and position, 
and the large number of positive and negative samples 
covered in the image, object detection in UAV images is faced 
with great difficulties such as small objects, different shooting 
angles, complex backgrounds, and high object density, 
forming a unique small object detection challenge, and further 
research is needed to improve the accuracy of object detection 
and the understanding ability of UAV images. 

In recent years, with the rise of deep learning and the 
availability of large-scale labeled samples(e.g., Pascal VOC[6] 
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and COCO[7]), many state-of-the-art object detectors based 
on deep learning have been proposed in the past ten years, and 
have been very successful in the field of computer vision. 
Since the beginning when Con-volution Neural Networks 
(CNNs)[8] were successfully introduced in object detection, 
Sermanet et al. presents a one-stage framework OverFeat[9] 
object detection based on CNNs. Up to now, excellent object 
detectors based on deep learning have been proposed, 
including R-CNN[10], Fast R-CNN[11], YOLO[12-15], 
Faster R-CNN[16], SSD[17], R-FCN[18], RetinaNet[19], 
CornerNet[20], CenterNet[21, 22], etc. 

Although the above models have achieved good results on 
public datasets, they are inadequate for the detection of small 
objects in UAV images. Many scholars have conducted 
research in different dimensions in response to the challenge 
of small object detection. For example, based on multi-scale 
or multi-level feature fusion to enhance feature acquisition of 
small objects [22-28]; based on context information and 
attention mechanisms to enhance the perception of small 
objects [29-32]; based on super-resolution techniques to 
enhance the resolution of small objects and transform them 
into medium or large objects for detection [33-35]; based on 
cascaded multiple detectors [36, 37] or methods based on 
image or feature patch[38, 39] for multiple detection fusion. 

In this paper, YOLOv5-STD(YOLOvS5S with Small Object 
Detection Head, ‘Transformer, and  Space-to-Depth 
Convolution module) based on YOLOVS is proposed, and its 
focus is on the integration of multiple skills which may 
strengthen the perception of small object features for 
improving accuracy. Specifically, we add one more head for 
small object detection, then we use a transformer [40] to 
optimize the backbone, and followed by we replace the 
original convolution with space-to-depth Convolution (SPD- 
Conv) [41] to explore the prediction potential. Finally, the 
experimental results show that our method achieves 
significant improvement for small object detection on the 
VisDrone dataset, which is also competitive compared with 
the state-of-the-art methods. The overall framework of 
YOLOvS5-STD is demonstrated in Figure. 1, which will be 
introduced in detail in Section 3. 

The contributions are listed as follows: 
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1. We add one more head for small object detection, which 
can localize small objects by shallow image features. 

2. We use the attention mechanism to optimize the 
backbone by the transformer. 

3. We use SPD-Conv to avoid the loss of fine-grained 
image feature information. 

4. On the VisDrone 2022 dataset, our proposed YOLOvS- 
STD achieves 41.90% mAP. Experiments have shown that the 
fusion of multiple small object detection tricks can be very 
effective. 


Il. RELATED WORK 


A. Object Detectors 


Most of these excellent object detectors have made 
breakthrough progress and have achieved state-of-the-art 
results on public datasets. As the first representative of two- 
stage object detection based on deep learning, R-CNN[10] 
first obtained the features of candidate regions by CNN 
automatically. Faster R-CNN[16] formed the basic 
framework of object detection, and many algorithms are 
extended based on it. Its appearance opened a new chapter of 
object detection. One of its most outstanding contributions is 
to use CNNs to generate region proposals with anchor boxes 
in the whole infer process. Two-stage detectors with lots of 
region proposals require huge computation and run-time 
memory. In contrast, YOLO series models[ 12-15], SSD[17], 
and RetinaNet[19] as one-stage detectors alleviate the 
problem of inference efficiency effectively. One-stage 
detectors directly treat object detection as regression problems 
by taking input images and learning categories probabilities 
and bounding box coordinates. One-stage detectors are more 
likely to infer faster than two-stage detectors. CenterNet 
opened a new idea of anchor-free object detection. Not only 
the object categories probabilities were predicted by the image 
features, but also the coordinates of the bounding box key 
points were predicted directly. These met eliminated the 
dependence on anchor boxes and promoted the development 
of anchor-free object detection. 

Up to now, YOLO series models have evolved and 
developed with excellent performance. They are the typical 
representative masterpieces in the field of object detection. In 
this work, the baseline model is YOLOvS[15], it consists of 
three parts: backbone, neck, and head. The backbone is based 
on convolutional neural networks to fully extract the depth 
features of images; the neck is designed to make better use of 
the features extracted by the backbone at different levels; the 
head is used to predict the class and bounding box for the 
object. YOLOVS has several advantages. It uses mosaic data 
augmentation, which enriches the small object samples in the 
dataset and makes the detection network more robust. In the 
backbone, YOLOvS5 builds C3 layers by improving the 
CSPBottleneck, which is simpler, faster, lighter, and achieves 
better results at a nearly similar loss. In the neck, YOLOv5S 
uses the SPP module to fuse multi-scale features, improve the 
perceptual field, and enrich the expressiveness of the feature 
map, which is beneficial in the case of large differences in 
object sizes in images. The YOLOVS project has a very clear 
architecture, and rich engineering support functions and its 


easy and efficient deployment makes it the best choice for 
engineering projects. In summary, we choose YOLOVS as the 
baseline model to improve and optimize UAV object 
detection. 


B. Object Detectors Methods for Small Object Detection 


Recently, a lot of work has been done in small object 
detection optimization research. Multi-level or multi-scale 
features are used to enhance the fine-grained feature 
representation of small objects. EfficientDet[26] proposed a 
weighted bi-directional pyramid network (BiFPN), which 
adds efficient bi-directional cross-scale link and weighted 
feature fusion to the FPN network, thus enabling convenient 
and fast multi-scale feature fusion. Context and attention are 
used to enhance the perception of small objects. FA-SSD[31] 
uses feature fusion to obtain contextual information about 
small objects to extract shallow features from small objects 
that lack semantic information and uses an attention module 
to allow the network to focus only on important parts. The 
super-resolution technique makes it possible to transform 
small objects into bigger ones. JCS-Net[33] studies the 
relationship between large-scale and small-scale pedestrians 
based on the super-resolution network, which is responsible 
for amplifying the small object by upsampling and recovering 
the details of the small-scale pedestrians to obtain an 
amplified object. Combining the super-resolution loss with 
the classification loss, the reconstructed small-scale object 
contains both the original and output information of the super- 
resolution network. Cascade R-CNN[36] uses cascade 
regression as a resampling mechanism to increase the IoU 
value of proposals stage by stage so that the resampled 
proposals from the previous stage can be adapted to the next 
stage with a higher threshold. In MPFP-Net[39], features are 
sliced into patches, and these patches are divided into class- 
affiliated subsets, to which the patches are related. The 
network contains bottom-up and crosswise connections to 
fuse the features of different scales to achieve better accuracy. 


IN. YOLOv5-STD 


A. Overview 


The basic framework of YOLOv5 can be divided into 4 
parts: Input, Backbone, Neck, and Prediction. 

The Input part enriches the dataset by stitching data 
augmentation, which requires low hardware equipment and 
low computational cost. However, it will cause the original 
small objects in the dataset to become smaller, resulting in a 
decrease in the generalization performance of the model. 

The Backbone part mainly consists of CSP modules, and 
feature extraction is performed by CSPDarknet53. 

FPN and Path Aggregation Network (PANet) are used in 
Neck to aggregate the image features in this stage. 

Finally, the network performs object prediction and passes 
the predicted output. 

YOLOWVS has five different versions including YOLOvSn, 
YOLOv5s, YOLOv5m, YOLOv5l, YOLOv5x. The main 
difference between the different versions is the model depth 
and width. The original YOLOvS5 was modified to specialize 
in small object detection. YOLOv5n is the smallest version of 
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the YOLO series, more suitable for deployment on a variety 
of hardware platforms, and its architecture is simpler and 
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clearer. Figure. 1 demonstrates the framework of the 
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Figure 1. The structure of YOLOv5-STD. 


B. Small Object Detection Head 


We found a large number of small objects in the VisDrone 
2022 dataset. As shown in Figure 2, the proportion of small 
objects smaller than 32*32 and larger than 8*8 is the largest, 
accounting for 55.69%. At the same time, there is also a 
certain proportion of extremely small objects smaller than 8x8, 
accounting for 6.65%. In response to the problem of a large 
number of small objects in drone images, adding a prediction 
head for small object detection can better cope with multi- 
scale object detection in drone scenes overall. As shown in 
Figure 1, the new prediction head (Head 1) utilizes high- 
resolution image features and combines them with lower-level 
visual feature maps to perceive small objects more efficiently. 
By adding a prediction head for extremely small objects, the 
detection performance can be greatly improved, although the 
computational complexity and resource consumption of the 
model has increased. 
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Figure 2. The proportion of different sizes of objects. 


C. Transformer 


The transformer model is a revolutionary model proposed 
by Google, not only in machine translation but also in text 
summarization, speech recognition, question-answering 
systems, dialogue systems, and machine vision. It uses a 
completely attention-based approach that makes training and 
inference much faster, while also improving performance. 

The core idea of the transformer model is the self-attention 
mechanism, which can automatically learn and focus on 
important information in the input sequence, achieving 
interaction of information at different positions in the 
sequence. The self-attention mechanism in the Transformer 
model adopts multi-head attention, which can simultaneously 
focus on different subspaces of the input sequence, thereby 
enhancing the model's expressive power. Compared with 
traditional RNN models, the Transformer model has the 
following advantages:(1) Avoids time-series calculations in 
RNN models, can process input sequences in parallel, and 
makes training and inference much faster; (2) Achieves 
interaction of information at different positions in the 
sequence through self-attention mechanisms, enhancing the 
model's expressive power and allowing it to handle longer 
input sequences; (3) The Transformer model uses techniques 
such as residual connections and layer normalization, making 
the model more stable and easier to train. 

Inspired by the vision transformer [40], we replaced the 
Bottlenecks in the last C3 blocks in the original version of 
YOLOv5 with a transformer block. It can not only extract 
local features but also use attention mechanisms to pay 
attention to the region where small objects are located. It can 
also explore the feature representation potential with the self- 


attention mechanism. The transformer encoder blocks have 
better performance on occluded objects with high density. 


D. Space-to-depth Convolution 


The space-to-depth convolution is a special type of 
convolution operation, which is widely used in the field of 
deep learning. It is mainly used for image processing tasks, 
such as image classification, object detection, posture 
estimation, motion recognition, and so on. It converts the input 
image data from spatial dimensions to depth dimensions, thus 
increasing the nonlinearity and sparsity of the network, and 
improving the representation ability and computational 
efficiency of the model. Specifically, space-to-depth 
convolution divides the input image data into multiple blocks, 
arranges the pixels in each block in the depth dimension, and 
then combines these blocks in a certain order into new image 
data. This operation can reduce the spatial dimension of input 
data while increasing the depth dimension, thus enabling the 
network to better detect objects of different sizes, improving 
the efficiency and accuracy of object detection. In this paper, 
we replace most of the convolution in Yolov5 with space-to- 
depth convolution to better recognize multiscale objects and 
more accurate object detection in unmanned aerial vehicle 
images. 


IV. EXPERIMENTS 


A. Datasets and Experiment settings 


The VisDrone2022-DET dataset, which is the same as the 
VisDrone2019-DET dataset and the VisDrone2018-DET 
dataset, consists of 7,019 static photos taken by drone 
platforms in various locations and at various heights [18]. The 
test-dev set has 1610 images, and the train and val set each has 
6,471 and 548 images. Images are labeled and annotated with 
bounding boxes and ten predefined classes (i.e., pedestrian, 
person, car, van, bus, truck, motor, bicycle, awning-tricycle, 
and tricycle). All models in this study are tested on the test- 
dev set after being validated on the val set and trained on the 
train set. Finally, we show the performance of object detection 
on the test-dev set and compare it with the base object 
detection models. 


B. Implementation Details 


We implement YOLOvS5-STD on Pytorch 1.7.1. All of our 
models use an NVIDIA K80 GPU for training and testing. In 
the training phase, we use part of the pre-trained model of 
yolovS (yolov5n, yolovSs, yolovSm, yolov5l, yolov5x), 
because YOLOv5-STD and YOLOvS5 share part of the 
backbone and some part of the head. We use SGD optimizer 
for training, and the training hyperparameters were set to an 
initial learning rate of le-2, a momentum of 0.98, weight 
decay of 0.001, warm-up epochs of 5, and warm-up 
momentum of 0.95, and the NMS (Non-Maximum 
Suppression) threshold was also set as 0.6 in all experiments. 
The size of the input image of our model is 640*640 pixels. 
We set the batch size to 32, 16, 16, 8, 4 for YolovSn-STD, 
yolov5s-STD, yolovSm-STD, yolov5l-STD, yolov5x-STD. 
All models were trained on VisDrone2022 train set for 500 
epochs with early stopping patience of 100 epochs. 


C. Comparison with Base Models 


Due to the submission limit of the VisDrone2022 
competition server, we only obtained results for the five base 
models and the five improved models on the testset-challenge. 
The test results are shown in TABLE I. The larger the model, 
the richer the image features that can be obtained and the 
better its object detection results. The improved models are 
about 5 percentage points higher than the base models in terms 
of mAP@.5 and mAP@.5:.95 indicators, indicating that the 
improvement based on STD has better effectiveness and 
stability. 


TABLE I. BASE MODELS AND IMPROVED MODELS TEST RESULTS 
Methods mAP mAP 
5(%) @.5:.95(%) 
Yolovs5n 23.0 11.6 
Yolov5s 28.7 15.5 
Yolovsm 32.1 18.1 
Yolov5l 34.4 19.9 
Yolov5x 35.2 20.5 


Yolov5n-STD 31.6 17.2 
Yolov5s-STD 36.1 20.2 
Yolovs5m-STD 39.0 22.5 
Yolov5l-STD 40.4 23.5 
Yolov5x-STD 41.9 24.5 


D. Ablation Study 


To fully verify the effectiveness of the improvement based 
on the small object detection head, transformer, and space-to- 
depth convolution module, ablation experiments were 
conducted for the three major modules. Based on the stability 
of STD, to save model calculations and improve experimental 
efficiency, the contribution of each module to the model is 
verified based on the minimized YolovSn model. By 
recombining the three modules in the model and testing on the 
testset-challenge, the results obtained are shown in Table II, 
and the comparison of detection results between YolovSn and 
Yolov5n-STD models is shown in Figure 3. 


TABLE II. TEST RESULTS OF IMPROVED MODELS BASED ON 
DIFFERENT COMBINATION METHODS 
"No. Methods mAP mAP 
OE O OAO 
1 — Yolov5n 23.0 11.6 
2 Yolov5n-small 27.8 14.6 
3 YolovSn-spd 25.0 12.8 
4 — Yolov5n-tr 23.7 11.9 
5 — Yolov5n-small-spd 30.7 16.6 
6  YolovSn-small-tr 28.7 15.3 
7 YolovSn-spd-tr 25.9 13.4 
8 — Yolov5n-STD 31.6 17.2 


Figure 3. 


1) Effect of Small Object Detection Head. The new 
small object detection head utilizes high-resolution image 
features and combines them with lower-level visual feature 
maps to perceive small objects more efficiently. We added a 
small object detection head to YolovSn, Yolov5n-spd, 
Yolov5n-tr, and YolovSn-spd-tr, from the results in TABLE 
Il, improved models mAP@.5 increase by about 5% on 
average, mAP@.5:. 95 increase by about 4%. The small 
object detection head has the greatest positive impact on 


Comparison of test results between Yolov5n and YolovSn-STD models. 


model performance, and the computational complexity and 
resource consumption it brings is very worthwhile. 

2) Effect of Transformer. The transformer blocks can 
not only extract local features but also use attention 
mechanisms to pay attention to the region where small 
objects are located. Due to the GPU memory limitations, we 
only add one transformer block to the last C3 block. We also 
improved four models: YolovSn, YolovSn-spd, Yolov5n- 
small, and YolovSn-small-spd, the results are shown in 


TABLE IV, improved models mAP@.5 increase by about 1% 


on average, mAP@.5:. 95 increase by about 0.5%. Only one 
transformer module has been added to the models, which still 
has a slightly positive impact. This can prove that the 
transformer block is useful in small object detection, and its 
significant results need to be further verified on a larger 
memory GPU. 

3) Effect of Space-to-Depth Convolution. Space-to- 
depth convolution firstly increases the nonlinear 
representation ability of the network, which can better 
identify multi-scale objects. Secondly, it increases the 


TABLE IIL. 


No. Base Method 


With Small Object 
Detection Head 


sparsity of the network and improves computational 
efficiency. It replaced the most of convolutions in four 
models: Yolov5n, YolovSn-spd, YolovSn-small, and 
YolovSn-small-spd with space-to-depth convolutions, the 
results are shown in TABLE V, improved models mAP@.5 
increase by about 2.5% on average, mAP@.5:. 95 increase by 
about 1.5%. The space-to-depth convolution effectively 
improves model performance while optimizing the 
computational complexity, and is very effective in small 
object detection. 


ABLATION STUDY ON SMALL OBJECT DETECTION HEAD 


mAP @.5(%) mAP @.5:.95(%) 


1 YolovSn YolovSn-small +4.8 +3.0 
2 YolovSn-spd Yolov5n-small-spd +4.7 +3.8 
3 — -Yolov5n-tr Yolov5n-small-tr  +5.0 +3.4 
4 YolovSn-spd-tr YolovSn-STD +5.7 +4.8 


TABLE IV. 


ABLATION STUDY ON TRANSFORMER 


No. Base Method With Transformer mAP @.5(%) mAP @.5:.95(%) 


1 YolovSn YolovSn-tr +0.7 +0.3 
2 YolovSn-small YolovSn-small-tr +0.9 +0.7 
3 YolovSn-spd YolovSn-spd-tr  +0.9 +0.6 
4 —YolovSn-small-spd Yolov5n-STD +0.9 +0.6 


TABLE V. 


No. Base Method 


With Space-to-Depth mAP @.5(%) 


ABLATION STUDY ON SPD-CONV 


mAP @.5:.95(%) 


Convolution 
1 YolovS5n Yolov5n-spd +2.0 +1.2 
2  YolovSn-small YolovSn-small-spd +2.9 +2.0 
3. ~=YolovSn-tr YolovSn-spd-tr 42.2 +1.5 
4  Yolov5n-small-tr YolovSn-STD +2.9 +1.9 


V. CONCLUSION 


This paper proposed an improved small object detector 
YOLOvS-STD, which is based on YOLOVS. We added some 
skills to tackle small object detection issues, such as small 
object detection head, transformer, and space-to-depth 
convolution. The YOLOvS-STD is especially good at object 
detection in unmanned aerial vehicle images. On the 
VisDrone2022-DET dataset, a large number of experiments 
based on the improved models have shown better detection 
results, indicating that this method is feasible. In addition, the 
ablation study experiments fully prove that the small object 
detection head, transformer, and space-to-depth convolution 
have a positive effect on small object detection, which proves 
that the improved methods have good effectiveness and 
stability. This paper can help developers and researchers get a 


better experience in the analysis and processing of unmanned 
aerial vehicle images. 
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